Parameter UNIT Basis Standard
Specification | Rejection | Deviation
Method
- — N R WA a—
Total Moisture % a.r ISO 589 10 Max - 1.00
More
Ash Content % a.d.b ISO 1171 10. Max 1.00
1 Than 11 |
‘r Less Than
20
Volatile Matter % a.d.b ISO 562 20-25 1
More
Than 26 |
% db| ASTM D4239 0.60M . 0.10
| Sul d. : ax :
Total Sulphur a Fhanbid
e e - ——_—————l
67-64 1.00
Calculated db = 1
a.d.
CSR % ASTM 5341 67 Min 64-63 1.00
63-62 1.00
e i P "l




62-60

Less
| Than 60
More
Phosphorus
% d.b ISO 622 0.045 Max Than
0.08
e—— =
Max Dilatation | % a.db ISO 349 60 Min |
Max Fluidity | ddpm a.db l ASTM D2639 300-2000
FSI 7 min
Less
Y mm a.db GB/T 479 15 Min
Than 14
X-Ray More
Naz20+k20 in
Ash % d.b Fluorescence 1.5 Max Than
| (ISO TS 13605) 1.8
0-
% 100
50mm
Sizing a.r ISO 1953
[}..
30 Max

a.d.b | Recommendation

Min 1.15
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